
 

 

 

 

 

 

 

  

2002 + Freightliner M2 106 

INSTALLATION INSTRUCTIONS 

600-56-1292 
PLEASE READ BEFORE YOU START 

 

TO ENSURE A QUALITY INSTALLATION READ ALL INSTRUCTIONS AND WARNINGS THOROUGHLY BEFORE 

BEGINNING ANY WORK. THE INSTRUCTIONS ASSUME A CERTAIN AMOUNT OF MECHANICAL ABILITY AND ARE 

NOT INTENDED FOR SOMEONE UNFAMILIAR WITH AUTO REPAIR. FAILURE TO FOLLOW THESE INSTRUCTIONS 

COULD LEAD TO PERSONAL INJURY, DEATH, AND/OR PROPERTY DAMAGE. 



  

 

   SAFETY 
READ ALL SAFETY INSTRUCTIONS BEFORE INSTALLATION 

If there are any questions, call 1-855-HHTOUGH 

PRODUCT INSTALLATION SAFETY 

o Follow all instructions for proper assembly. 

o Always remove jewelry and wear eye protection. 

o Park vehicle on a level surface, engage parking brake, and chock wheels before performing 

work on vehicle. 

o Exercise care when lifting components. Team lift or use crane for items over 50lbs. 

o Ensure all fingers and body parts are kept away from pinch points. 

o Exercise care when trimming and cutting. Failure in doing so may cause harm or damage. 

o Only use the hardware supplied for installation. 

o Use appropriate torque for bolts. (Use the wet torque values if you are using Loctite or Anti-

Seize, if not use the dry torque values) 

PRODUCT USAGE SAFETY 

o Do not alter or modify product in any way. Doing so may void warranty or lead to personal 

injury. (Visit hammerheadarmor.com/support/policies/ for warranty details) 

o Re-torque hardware at each oil change. 

o In the event of a collision, inspect product and mounts for damage before usage. 

o After vehicle recovery or winching, inspect mounts and hardware. 

o For proper winch usage refer to the winch manufacturer’s guidelines. 

  

https://hammerheadarmor.com/support/policies/
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I. PARTS LIST 

 ITEM 1 Right Frame Mount  QTY. 1  ITEM 2 Left Frame Mount  QTY. 1 

 
 

 ITEM 3 Right light box  QTY. 1  ITEM 4 Left light box  QTY. 1 

  

 ITEM 5 Right light box top  QTY. 1  ITEM 6 Left light box top  QTY. 1 

 
 

 ITEM 7 Bumper  QTY. 1  ITEM 8 INSTALL KITS  QTY. 1 

 

 INSTALL KIT #0239 

(443-01-0086) x1 

(60K-56-0124) x1 

(60K-56-0125) x1 

(60K-56-0158) x2 

 

 

 

 

REMOVE CONTENTS FROM BOX AND VERIFY ALL PARTS ARE PRESENT. 

If there are any questions, call 1-855 HHTOUGH or email HHORDERS@hammerheadarmor.com 

 

 

mailto:HHORDERS@hammerheadarmor.com
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II. TOOL LIST 
 A crane or a helper 

 Basic tool set 

 Blue masking tape 

 Trim tool 

 

 

III. VEHICLE PREPARATION 

1. Park vehicle on level surface. 

2. Engage parking brake, disconnect battery, and chock the wheels. 

3. Using blue masking tape, mask along the profile of your vehicle above the bumper. This will 

help protect your vehicle from any accidental scratches. 

 

 

IV. REMOVAL OF OE  

1. Open hood to access the bracket holding the bumper. Using ¾” wrench or socket, remove the nut on 

the bottom bolt attaching bumper to frame. (both sides)  

 

 
 

2.  Close hood and remove bumper. Set bumper aside. 
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V. INSTALLATION OF BUMPER 

1. Layout frame mounts as shown.  

 

 
 

2. Attach frame mounts to the same location the OE bumper was attached. Use OE hardware. Do not 

fully tighten yet. (passenger side shown) 
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3. Lift the bumper using the center lift holes. Mount the bumper on the inside of the brackets 

with the provide hardware. Bolts shown on passenger side.  

 

   
 

4. Mount the light box to the bumper shell using the carriage head bolts. Secure the top of the 

lighting box with the hex head bolts. (The exploded view depicts the passenger side. Repeat 

on the driver side.) 
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Congratulations! Your product installation is now complete. 

Thank you for your purchase! 
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